
TECHNISCHE DATEN

BC-AC hardware µSD card

Abmessungen (WxHxD) 190 x 20 x 140 mm

Weight 0,1 Kg 

Technical data may be changed or updated without prior notice. Status 09/2023

ARTIKEL-NR.: S20000-10

NSC VOICE EVACUATION SYSTEM MILO & BOX-500

BOX-500-BC-AC
SYSTEMZUBEHÖR

 	▪ Aktiviert die interne, nach EN 54-4 Power Supply 
Equipment (PSE) zertifizierte Notstromquelle.

 	▪ Feste Installation mit Zugangskontrolle in der BOX-500 Einheit.

Aktivierungs- und Aktualisierungskarte für das interne 

Batterieladegerät BOX-500, zertifiziert nach EN 54-4.

Nach der Aktivierung fungiert die Karte als Schlüssel für den 

Betrieb des Batterieladegeräts.

HAUPTMERKMALEPRODUKTBESCHREIBUNG



TECHNICAL DATA

BC-AC hardware µSD card

Dimensions (WxHxD) 190 x 20 x 140 mm

Weight 0,1 Kg

KEY FEATURES

Battery update and activation card EN54-4 
certified for BOX-500

ARTICLE-NO.: S20000-10

NSC VOICE EVACUATION SYSTEM MILO & BOX-500

BOX-500-BC-ACBOX-500-BC-AC
SYSTEM ACCESSORIES

 	▪ Activates the internal standy power source certified 
according to EN 54-4 Power Supply Equipment (PSE).

 	▪ Permanent installation with access control in the BOX-500 unit.

Activation & update card for the BOX-500  internal Battery 
charger certified according EN 54-4

Once activated, the card functions as a key for the battery 
charger operation. 

PRODUCT DESCRIPTION

NSC Sicherheitstechnik GmbH, Lange Wand 3, D-33719 Bielefeld, Germany

19 / 0370-CPR-5162 / EN54-16:2008

Voice alarm control and indicating equipment of fire detection and fire alarm systems


